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Head rail 

"U" profile of extruded aluminium 27x22x2 mm with special  inside grooves to hold the tape roll support, the installation bracket and eventuell to cover the head rail with a piece of slat.
See the advantages of the aluminium headrail
 Bottom rail  
Steel enamelled 25x4 mm (for the slat 25 mm) , 35x4 mm (for the slat 35mm). Alternative it is possible to supply the two-piece aluminium bottom rail 19x5mm. The bottom rails are two-sided coated. 

 Slats 
25 or 35 mm slats, concave convex profiled, high durable aluminium alloy , the thickness of the slat 0,21 mm . The slats are high flexible, two-sided coated. The  holes in the slats for the lift cord and eventual for guidance are in the sizes 2,5x6,5/10mm. Alternative it is possible to use the wooden slats of basswood  27x3mm. 

Textile 

The lift cord 1,4mm and the ladder string of a durable  polyester, the basic material is already dyed through, the coloured design according to actual offer.
 Plastic components
Durable flexible components of material that is acceptable for higher temperatures, plastic, breakproof. It deals mainly with the end caps for bottom rail, cord locks buttons, supports and tape rolls.
 Guiding cord
Monofilament PAD diameter 0,68-1,5mm or steel wire with diameter of 1,5 mm coated with PVC, fixed in the head rail with a steel roller or aluminium seal, below on the window frame fixed with special tightening guide brackets.
 Control 
Raising and lowering  are possible by cord equipped with cord lock,  tilting of the slats by transparent wand or by special gear with chain or by flexible rod. 

See the possibilities of control
 Maximum measurements
maximum breadth 3000 mm*
maximum  height 2500 mm
maximum area 5m²**

* it is not possible by some types - necessary to consult
** area larger as  5m2 is necessary to consult with the production
The head rail is of aluminium. This has several advantages:
· The bendings are possible to Rmin=100mm.
· The profile is tough and strong, it holds perfect the form
· The angular connections of the head rails are excellent. You don´t see any rifts.
· The surface treatment after bending, cutting of holes and cutting of the length lets perfect to coat all the parts of the profile, including kerfs. Therefore are the venetian blinds SLOPE LINE and SIN LINE suitable also for surroundings, where other blinds don´t satisfy - as e. g. swimming pools, winter garden etc.
· Aluminium profile doesn´t rust!
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The grooving in the head rail makes possible not only firm placing of the tape roll support, using of the installation brackets, but also covering of the head rail with a piece 
of slat.
The control is possible with several ways: 

· Control rod

· Chain

· A small battery-powered drive unit with remote control
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 Systra spol. s r.o.  –  Your supplier of the shield technology for interior and exterior.
Na zahrádkách 349, Tišnov, 666 01 CZ, tel:+420 549 410 212, fax:+420 549 410 036
E mail: tisnov@systra.cz, kontakt: Jiří Makovský, gsm: 608 100 426


